
Type                                               Electrical design     Conn.                   

length [m]

Order no.
T-slot, GMR technology 

Type                                               Electrical design     Conn.                   

length [m]

Order no.

T-slot, GMR technology C-slot, non flush, short housing, GMR technology
M8 connector, PUR cable M8 connector, PUR cable

3-wire DC, PNP, NO 0.3 MK5101 3-wire DC, PNP, NO 0.3 MK5301

3-wire DC, NPN, NO 0.3 MK5112 3-wire DC, NPN, NO 0.3 MK5307

3-wire DC, PNP, NO 2 MK5133

2-wire PNP/ NPN, NO 0.3 MK5104 T-slot, AMR technology M8 connector, rotatable, PUR cable

3-wire DC, PNP, NO 0.3 MK5302

M8 connector, rotatable, PUR cable 3-wire DC, PNP, NO 0.5 MK5305

3-wire DC, PNP, NO 0.3 MK5102

3-wire DC, PNP, NO 1 MK5122 M12 connector, PUR cable

2-wire PNP/ NPN, NO 0.3 MK5105 3-wire DC, PNP, NO 0.3 MK5304

M12 connector, PUR cable

3-wire DC, PNP, NO 0.3 MK5107 C-slot, non flush, short housing

3-wire DC, NPN, NO 0.3 MK5113 PUR cable

2-wire PNP/ NPN, NO 0.3 MK5109 3-wire DC, PNP, NO 2 MK5300

PUR cable 3-wire DC, PNP, NO 6 MK5303

3-wire DC, PNP, NO 2 MK5100 3-wire DC, NPN, NO 2 MK5306

3-wire DC, NPN, NO 2 MK5114

2-wire PNP/ NPN, NO 2 MK5103

C-slot, flush, flat housing M8 connector, PUR cable

3-wire DC, PNP, NO 0.3 MK5310

M8 connector, PUR cable

3-wire DC, NPN, NO 0.3 MK5137 M8 connector, rotatable, PUR cable

3-wire DC, PNP, NO 0.3 MK5138 3-wire DC, PNP, NO 0.3 MK5311

3-wire DC, PNP, NC 0.3 MK5155 3-wire DC, PNP, NO 0.5 MK5315

M8 connector, rotatable, PUR cable 1: fastening clamp

3-wire DC, PNP, NO 0.3 MK5159 2: sensing face M12 connector, PUR cable

3-wire DC, PNP, NO 0.3 MK5314

3-wire DC, PNP, NO 1 MK5317

M12 connector, PUR cable

3-wire DC, PNP, NO 0.3 MK5139 Operating voltage                        [V] 10…30 DC PUR cable

Short-circuit protection pulsed 3-wire DC, PNP, NO 2 MK5312

Reverse polarity / overload protection yes / yes

PUR cable LED display yellow

3-wire DC, PNP, NO 2 MK5140 Repeatability                       [mm] < 0.2

3-wire DC, PNP, NC 2 MK5156 Travel speed              [m/s] < 10

Power-on delay time     [ms] < 30 M12 connector, PVC cable, IP68/ IP69 K

Response sensitivity, GMR    [mT] 2.8 3-wire DC, PNP, NO 0.3 MK5111

Response sensitivity, AMR     [mT] 2 3-wire DC, NPN, NO 0.3 MK5120

Hysteresis, GMR                           [mm] typ. 1.5 0.3 MK5157

M12 connector, PVC cable  Hysteresis, AMR                           [mm] typ. 1 PVC cable, IP68/ IP69 K

3-wire DC, PNP, NO 0.3 MK501A Travel distance, GMR                       [mm] typ. 15 3-wire DC, PNP, NO 2 MK5110

PVC cable Travel distance, AMR                      [mm] typ. 5 3-wire DC, PNP, NO 6 MK5128

3-wire DC, PNP, NO 2 MK500A Housing material PA, stainless steel 2 MK51583-wire DC, PNP, NO, AMR

Common technical data 

for T-slot and C-slot sensors

C-slot, flush, flat housing, GMR technology

T-slot ATEX, group II, category 3D

T-slot, AMR technology

Hygienic and wet areas

3-wire DC, PNP, NO, AMR

Standard technology; for fast movements; long travel 

distance; high response threshold.

For exact positioning (short-stroke cylinder); short 

travel distance; small hysteresis; weak magnets.



Tie rod and integrated profile adapters Adapter for fixing straps for clean line cylinders Adapters for SMC cylinders

Clips for clean line cylinders

Adapters for Bosch-Rexroth cylinders

Fixing strap for clean line cylinders

Trapezoidal slot adapters Adapters for Festo cylinders

Adapters C-slot to T-slot Memorisation block

Type     Description

Limit stop for switch point

fixing for C-slot cylinders,

PA, stainless steel

E12004

Limit stop for switch point

fixing for T-slot cylinders,

PA, stainless steel

E11798

E.g. for series ECDQ2,

T-slot rail, flat,

aluminium

E.g. for series PRA / PRB, 

external trapezoidal slot,

6 mm, aluminium

E11892

Order 

no.

Piston diameter 

80 mm,

stainless steel

E11821

E11822

Piston diameter 

100 mm,

stainless steel

E11823

Piston diameter 

50 mm,

stainless steel

E11820

Piston diameter 

63 mm,

stainless steel

E11893

E.g. for series OCT, external 

trapezoidal slot,

aluminium

E11983

E11894

E.g. type DZH,

raised rail,

aluminium

E11895

Adapter for clean line cylinders 

(sensor can be dropped from the 

top), stainless steel

E11877

E.g. for series 523,      

L-slot,

aluminium

Piston diameter 25 mm,

POM, aluminium E11960

E.g. for series 2700, external 

trapezoidal slot, 

11 mm, aluminium

Piston diameter 12 mm,

POM, aluminium E11961

Piston diameter 16 mm,

POM, aluminium E11958

For non flush 

C-slot sensor,

diecast zinc

E11914

Type     Description Order 

no.

Type     Description Order 

no.

Piston diameter 20 mm,

POM, aluminium E11959

Clamping range 5…7 mm,

aluminium

Clamping range 5…11 mm, 

aluminium

Clamping range 9…15 mm,

aluminium

E11819

Clamping range 14…20 mm,

aluminium

Piston diameter 

40 mm,

stainless steel

Piston diameter 

16…20 mm,

stainless steel

E11816

Clamping range 3…5 mm,

aluminium

Piston diameter 

8…12 mm,

stainless steel

Piston diameter 

25…32 mm,

stainless steel

E11818

E11817

E11913

E11797

E11801

E11912

E11799

For flush 

C-slot sensor,

diecast zinc

E11928

Piston diameter 32 mm, clamping 

range 36 mm,

POM, aluminium

E12017

Piston diameter 40 mm, clamping 

range 45 mm,

POM, aluminium

E12015

Aluminium alloy, set screw: 

stainless steel, M3 hexagon 

socket 

E11957

Aluminium alloy, set screw: 

stainless steel, M4 E11796

E11890

E.g. for series CDQ2,

T-slot rail, high

aluminium

E11891

E.g. for series CP95,

diagonal T-slot,

stainless steel

E11872
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