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DN 32 - DN 600
Working pressure 6 bar

® gas

® propane

® calor gas
® coal gas

® bio gas
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ABO butterfly valves for heating gas are delivered in several versions. All of them, are approved by State Testing Laboratory 202 in
Brno, Czech Republic for pressure range from 20mb to 6 bar. ABO butterfly valves can be used for regulation of different types of

gases, propane, calor gas, coal gas, or bio gas.

Every valve is provided with an identification plate with labelling and production number. The upper part of lever of gas valves is
always made in yellow bright colour.

CHARAKTERISTICS MATERIALS OF COMPONENTS TEMPERATURE
SEAT RANGE

DN 32100 brass
ductile iron

wafer type full epiciordrine
" DN 32:600 NBR BT
temperature ductle nox AISI 316

(special seat
and dimension DN 32100 ron forgasand brass 2510 4+60°C
lug type range G640 o ductle ron

DN 32-300
epory ©mperatires) inox AISI 316

min. outside dimensions NE 100 coated
(1.e.regulation ges staton) 60 brass

cast GG 25 brass
epoxy coated duciile fon

010460°C

economic mode - wafer DN 32200

970G

9708 (973B)

610BG
Connection:

Typ 970 B, (973 B) a 610 BG, (613 BG) between flanges ISO PN 6, 10, 16
Typ 970 T, 973 T a 970 G between flanges PN 10, 16

Dimensions

970B (973 B) 610BG (613BG)

80 |10 | 125 8 | 100

225 | 239 247

52 | 56 52





